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# Value (uF) Voltage Rating (V) Lead Spacing 
(mm)

W x L Dimensions 
(mm)

SPECIAL 
ATTRIBUTES

Notes

C808 330 250 10 22 x 35 Snap-in type 
electrolytic

C8xx is for SMPS 
section of board

C809 330 250 10 22 x 35 Snap-in type 
electrolytic

C812 100 25 3 6 x 12 Radial electrolytic 
for all the rest

C823 47 35 3 7 x 11

C827 47 200 5 12.5 x 25

C826 22 200 5 9 x 18

C830 470 100 7.5 16 x 32

C831 220 100 5 12.5 x 25

C832 1000 16 5 9 x 22

C833 1000 16 5 9 x 22

C834 1000 10 5 9 x 18

C835 1000 10 5 9 x 18

C836 470 35 5 9 x  20

C837 470 35 5 9 x 20

C838 100 200 7.5 15 x 25

C839 10 200 5 9 x 22

C843 1 50 3 5 x 11

C101 47 16 3 6 x 12

C102 47 16 3 6 x 12

C113 100 16 3 6 x 12

C118 470 16 5 10 x 12

C119 100 16 3 6 x 12

C305 3.3 50 2 6 x 11

C306 2200 25 7.5 16 x 24

C308 1 160 3 5 x 11

C309 10 200 5 10 x 17

C310 22 25 3 5 x 11

C311 10 25 3 5 x 11

C312 10 25 3 5 x 11

C314 10 25 3 5 x 11

C316 100 25 3 5 x 11

C317 2200 35 7.5 16 x 31

C319 100 25 3 5 x 11

C322 3.3 50 3 5 x 11

C402 4.7 50 3 5 x 11

C418 10 50 3 10 x 17

C419 10 250 5 10 x 21

C428 1 50 3 5 x 11

C430 22 200 5 10 x 17

C435 10 25 3 5 x 11

C437 10 25 3 5 x 11

C439 100 16 3 5 x 11

C501 10 50 3 5 x 11 C5xx & C9xx are 
neck board caps

C504 10 16 3 5 x 11

C505 100 25 3 5  x 11

C531 10 16 3 5 x 11

C561 10 16 3 5 x 11

C591 47 16 3 5 x 11

C904 4.7 100 3 5  x 11

C934 4.7 100 3 5  x 11

C964 4.7 100 3 5  x 11

C991 100 100 5 10 x 20

C992 1000 16 5 10 x 20

Not responsible 
for any errors, 
variances or 
omissions in this 
text. Always check 
the caps as you 
remove them and 
compare them to 
what’s in this list.


